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LENGTH _YARIADLE _Jti 0/-0° INCREMENTS A

Sp SPST SWITCH W/PILOT LIGHT
St SPOT TIME SWITCH (230 VOLTS)
Ty LOW VOLUME THERMOSTAT

T2 MEDIUM VOLUME THERMOSTAT
Ty HIGH VOLUME THERMOSTAT

oo DISTRIBUTION PANEL ~(FUSE OR CIRCUIT BREAXER)
222 DROT SERVICE ENTRANCE SWITCH FOR USE WITH

STAND-8Y GENERATOR

AMPERE LOAD ON ANY CIRCUIT SHOULD NOT mx.ummo 80% OF
RATING. _,

S. INCANDESCENT LAMPS, RATED AT 110 TO 120 VOLTS >zo 25 WATTS

O 10'-0" CENTERS, ARE RECOMMENDED FOR USE WITH LIGHT COLOR-
CEILINGS CR WITH SHALLOWDOM REFLECTORS. LANMPS SHOULD NOT
BE MORE THAN 6-0" ABGVE THE LOWEST FEEDER OR PROVIDE AT
LEAST ONE FOQT CANDLE MINIMUM INTENSITY FOR BIRDS IN LOW=
EST CAGES. .,

6. CONSULT WITH EQUIPMENT MANUFACTURER FOR OM...E...M»ZO ~

DIMENSIONS OF CAGES AND OTHER EQUIPMENT.
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6x6 POST OR 6° TOP DIA, J_%l\\\\l} EXHAUST FANS l/l\_lL
PRESSURE TREATED POLES FANS MAY BE GROUPED FOR SIMPLER WIRING INSTALLATION
FLOOR PLAN
ELECTRICAL NOTES: SPECIFICATIONS:
--O-- LIGHTING OUTLET L ALL PERMANTNT WIRING SHOULD COMPLY WITH THE NATIONAL L THE DESIGN IS EXPANDASLE IN &-0° SECTIONS OF LENGTH AND IS 38-0" WIDE,
=, OUPLEX CONVENIENCE OUTLET GROUNDED ELECTRIC CODE AND ANY OTHER LOCAL CODES IN AUTHORITY, 2 THE WINDOWLESS, CLEAR SPAN BUILDING USES TRUSSES 4'-0° O.C. WITH CAGES
@ SPECIAL PURPOSE OUTLETS ' : i HANGING FROM BOTTOM CHORD OF TRUSSES.
EG -EGG GRADER 2 uMz Mmmqﬂrr_n Em;a.ms._._.nzmm.r;v:o..owww %.o RECEP X THREE INCHES OF INSULATION IS USED IN THE CEILING AND TWO INCHES IN WALLS.
EW-EGG WASHER CLES ARE RECOMMENDED. (SEE NEC ART. 336- 4 THE EGG COOLING ROOM USES TWO INCHES OF RIGID FOAM INSULATION,
ERC-EGG ROOM COOLER 3 §HP OR LARGER MOTORS SHOULD BE CONNECTED TO 230 VOLTS. & THE DESIGN IS FOR EITHER FRAME OR POST CONSTRUCTION, WITH METAL ROOF
FA -FEED BIN AUGER AND SIDING.
VF -VENTILATION FAN 4 Mmmw_nm._mpnmnc_qm SHOULD BE EQUALLY o.<aummoz 1S voLT G THE VENTILATION SYSTEM USES EXHAUST FANS AND ADJUSTABLE SLOT INLETS.
S SPST SWITCH SERVICE TO BALANCE LOAD ON SYSTEM, 7. THE MANURE IS REMOVCD FRCQUENTLY BY SCRAPER AND DEPOSITED IN A

LOADZR OR STORAGE AREA,
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